PLEASE CANCEL CLAIMS 35 AND 38. 
PLEASE AMEND THE CLAIMS AS FOLLOWS: 



1 . (Currently Amended) A computer program product for managing execution of an 
application on a computer according to a lifecycle, the computer program product comprising: 

a computer-readable medium storing thereon computer-readable instructions being 
executable on a computer th e r e on , the computer-readable instructions including: 

instructions for receiving a state change request from the application, the state change 
request indicating a request from the application that an application manager initiate a change in 
state of the application from a first state to a second state; and 

instructions for initiating the state change of the application in response to the state 
change request received from the application when the second state is an allowable state 
according to a specified set of mles , therebv enabling the application to initiate its own state 
change via the state change request without human intervention . 

2. (Currently Amended) The computer program product as recited in claim 1 , wherein the 
second state is an activ e stat e a paused state or destroyed state i ndicating that the application is 
currently oxocuting . 

3. (Currently Amended) A computer-implemented method of managing execution of an 
application according to a hfecycle, comprising: 

receiving a signal indicating that a new service is selected; 

initiating execution of the application when the new service is selected such that the 
application enters an active state; 

pausing execution of the application such that the application enters a paused state from 
the active state; 

receiving a resume request from the application that has been paused indicating that the 
application wishes to resume execution and enter the active state from the paused state; and 

starting execution of the application from which the resume request was received such 
that the application enters the active state from the paused state when the resume request is 
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received from the application , thereby enabling the application to initiate its own state change 
from the paused state to the active state without human intervention . 

4. (Currently Amended) A computer-implemented method of managing execution of a 
plurahty of applications according to a lifecycle, comprising: 

initiating execution of each one of the plurality of applications such that the plurality of 
applications enter an active state; 

pausing execution of one of the plurality of applications such that the one of the plurality 
of applications enters a paused state from the active state; 

receiving a resume request from the one of the applications that has been paused, the 
resume request indicating that the one of the plurality of applications requests to resume 
execution and enter the active state from the paused state; and 

starting execution of the one of the plurality of applications from which the resume 
request was received such that the one of the plurality of applications enters the active state from 
the paused state in response to receiving the resume request from the application , thereby 
enabling the one of the plurality of applications to initiate its own state change from the paused 
state to the active state without human intervention . 

5. (Currently Amended) A computer-implemented m ethod of managing execution of an 
application according to a lifecycle, comprising: 

requesting a first time that the application change its state from a first state to a second 
state by sending a request to the application, wherein the request is a conditional request that is 
conditional upon the application's decision to change from the first state to the second state^ 
thereby enabling the application to allow or prevent its own state change from the first state to 
the second state in response to the conditional request : 

determining whether the application has decided to allow its own state change from the 
first state to the second state in response to the conditional request by ascertaining whether the 
application has changed its state from the first state to the second state; and 

requesting a second time that the application change its state from the first state to the 
second state when it is determined that the application has not changed its state from the first 
state to the second state and a predetermined condition is satisfied. 



SUN1P502/P4143 



3 



09/465,980 



6. (Previously Amended) The method as recited in claim 5, wherein the 
predetermined condition indicates that a specified period of time has elapsed or that the 
application is now able to perform the requested state change. 

7. (Previously Amended) The method as recited in claim 5, wherein it is determined 
that the application has not changed its state when a state change exception is raised by the 
application. 

8. (Previously Amended) The method as recited in claim 5, wherein it is determined 
that the application has not changed its state when the application rejects the requested state 
change. 

9. (Previously Amended) The method as recited in claim 5, wherein it is determined 
that the application has not changed its state when the application is unable to perform the 
requested state change. 

10. (Currently Amended) A computer-implemented method of managing execution of an 
application according to a lifecycle, comprising: 

requesting that the application change its state from a first state to a second state by 
sending a request to the application, wherein the request is a conditional request that is 
conditional upon the application's decision to change from the first state to the second state^ 
therebv enabling the application to allow or prevent its own state change from the first state to 
the second state in response to the conditional request ; 

determining whether the application has decided to allow its own state change from the 
first state to the second state in response to the conditional request bv ascertaining whether the 
application has changed its state from the first state to the second state; and 

requesting that the application change its state from the first state to a third state when it 
is determined that the application has not changed its state from the first state to the second state. 

1 1 . (Previously Amended ) The method as recited in claim 10, wherein the first state is 
an active state indicating that the application is currently executing, the second state is a 
destroyed state indicating that the execution of the application has terminated, and the third state 
is a paused state indicating that execution of the application has paused such that the application 
can resume execution. 
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12. (Previously Amended) The method as recited in claim 10, wherein it is determined 
that the application has not changed its state when a state change exception is raised by the 
application. 

13. (Previously Amended) The method as recited in claim 1 0, wherein it is determined 
that the application has not changed its state when the application rejects the requested state 
change. 

14. (Original) The method as recited in claim 10, wherein it is determined that the 
application has not changed its state when the application is unable to perform the requested state 
change. 

15. (Currently Amended) An apparatus for managing execution of an application according 
to a lifecycle, comprising: 

a processor; and 

a memory, at least one of the processor and the memory being adapted for: 

requesting a first time that the application change its state from a first state to a second 
state by sending a request to the application, wherein the request is a conditional request that is 
conditional upon the application's decision to change from the first state to the second state^ 
thereby enabling the application to allow or prevent its own state change from the first state to 
the second state in response to the conditional request ; 

determining whether the application has decided to allow its own state change from the 
first state to the second state in response to the conditional request by ascertaining whether the 
application has changed its state from the first state to the second state; and 

requesting a second time that the application change its state from the first state to the 
second state when it is determined that the application has not changed its state from the first 
state to the second state and a predetermined condition is satisfied. 

16. (Previously Amended) The apparatus as recited in claim 15, wherein the first state 
is an active, paused, or loaded state and the second state is a destroyed state indicating that the 
application is terminated. 
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17. (Currently Amended) The apparatus as recited in claim 15, wherein it is determined that 
the iifs^appHcation has not changed its state when a state change exception is raised by the first 
appUcation. 

18. (Currently Amended) The apparatus as recited in claim 17, wherein the second state is an 
active state indicating that the application is being executed, and the state change exception is 
raised by the firs^application when the first-application has entered itself into a paused state or a 
terminated state. 

19. (Currently Amended) The apparatus as recited in claim 15, wherein it is determined that 
the firs^application has not changed its state when the first-application rejects the requested state 
change. 

20. (Currently Amended) The apparatus as recited in claim 15, wherein it is determined that 
the firs^application has not changed its state when the firs^application is unable to perform the 
requested state change. 

21. (Currently Amended) A system for managing execution of an application on a computer 
according to a lifecycle, the system comprising: 

a processor; and 

a memory, at least one of the processor and the memory providing: 

one or more rules; ^id 

an application manager capable of executing one or more applications according to the 
lifecycle, the lifecycle enabling each of the applications to enter one of a plurality of states in 
response to one or more associated predetermined commands, the application manager capable 
of selecting one of the predetermined commands to execute according to the one or more rules; 
and 

a mechanism for enabling the application to at least one of initiate and prevent its own 
state change from a first one of the plurality of states to a second one of the plurality of states . 

22. (Original) The system as recited in claim 21, further comprising: 

a signaling monitor coupled to the application manager and capable of receiving a data 
stream, the signal monitor adapted for determining whether an application is present in the data 
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stream and communicating information associated with the application to the appUcation 
manager. 

23. (Original) The system as recited in claim 21, wherein the application manager is 
configured to store an application context for each of the applications, the application context 
identifying a current one of the plurality of states. 

24. (Original) The system as recited in claim 23, wherein the current one of the plurality 
of states is identified by the associated application to the application manager. 

25. (Original) The system as recited in claim 23, wherein the application context further 
identifies a class loader capable of loading one or more classes associated with the application. 

26. (Original) The system as recited in claim 23, wherein the application context further 
identifies a display context including display information to be displayed. 

27. (Currently Amended) The system as recited in claim 21 33-, whoroin the application 
cont e xt further id e ntifi e s further comprising an application environment object enabling the 
application to communicate with the application manage r, thereby enabling the application to at 
least one of initiate its own state change, inform the application manager of the application- 
initiated state change, prevent its own state change, and inform the application manager that it is 
preventing its own state change that has been requested bv the application manager . 

28. (Previously Amended) The system as recited in claim 23, wherein the application 
context further identifies an application environment object that enables the application to 
retrieve properties associated with its runtime environment. 

29. (Currently Amended) The system as recited in claim 21 23-, further comprising w h e r e in 
th e application cont e xt furth e r id e ntifi e s an application environment object that enables the 
application to communicate a state change of the application to one of the plurality of states to 
the application manager, wherein the state change has been initiated by the application . 

30. (Currently Amended) The system as recited in claim 21 33, wh e r e in th e application 
context furth e r id e ntifi e s further comprising an application environment object that enables the 
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application to request that the apphcation manager change the current state of the appHcation 
from a paused state to an active state , thereby enabUng the apphcation to initiate its own state 
change from the paused state to the active state . 

3 1 . (Original) The system as recited in claim 2 1 , further comprising: 

a display manager coupled to the application manager and adapted for managing a 
display context for each of the applications, the display context being in a first state when the 
display context is visible and being in a second state when the display context is invisible. 

32. (Previously Amended) The system as recited in claim 3 1 , wherein the display 
context is in the first state when the application is in an active state and in the second state when 
the application is in a paused state. 

33. (Original) The system as recited in claim 3 1 , wherein the state of the display context 
is determined according to the one or more rules followed by the application manager. 

34. (Currently Amended) A digital television receiver for managing execution of an 
application according to a lifecycle, comprising: 

a proc e ssor; and 
in s tructions including: 

instructions means for determining from a data stream whether an application is present 

in the data stream; 

instmctions means for loading an application when it is determined that an application is 
present in the data stream; and 

instructions means for executing the loaded application according to the lifecycle, the 
lifecycle including a plurality of states^ 

means for enabling the application manager to cause the application to change from one 
of the plurality of states to another one of the plurality of states; and 

means for enabling the application to prevent a change in state of the application 
requested by the application manager or to communicate to the application manager a state 
change of the application from one of a first set of the plurality of states to one of a second set of 
the plurality of states, wherein the state change of the application is initiated by the application . 

35. (Cancelled) 
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36. (Currently Amended) The digital television receiver as recited in claim 34 wherein 
the second set of the plurality of states includes a paused state indicating that the application has 
been paused and a destroyed state indicating that the application has been terminated , thereby 
enabling the application to pause or terminate its own execution . 

37. (Currently Amended) The digital television receiver as recited in claim 34, wh e rein th e 
instmctions for e x e cuting th e application compris e : 

a first int e rfac e that is visibl e to an application manag e r, th e first intorfaco adapted for 
enabling th e application manager to caus e th e application to change its state from one of the 
plurality of stat e s to anoth e r on e of the plurality of states; and 

a s e cond int e rfac e that is visibl e to th e application, th e s e cond int e rfac e adapt e d for 
means for -enabling the application to request that the application manager change the state of 
the application fi-om one of the first set of the plurality of states to one of the second set of the 
plurality of states, thereby enabling the application to initiate its own state change, to a first on e 
of th e plurality of stat e s . 

38. (Cancelled) 

39. (Currently Amended) The digital television receiver as recited in claim 34 wherein 
the first state is an active state and the second state is a paused state, 

40. (Currently Amended) The digital television receiver as recited in claim 34, wherein the 
instructions for e x e cuting the application compris e : 

a first int e rface that is visibl e to an application manag e r, th e first interface adapt e d for 
e nabling th e application manag e r to caus e th e application to chang e its stat e fi-om one of th e 
plurality of stat e s to another on e of th e plurality of stat e s; and 

a s e cond intorfaco that is visible to the application, the s e cond int e rfac e adapt e d means 
for enabling the application to communicate to the application manager that the application 
cannot change its state as the application manager has requested , thereby enabling the application 
to prevent its own state change . 
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4L (Currently Amended) The digital television receiver as recited in claim 40, further 
comprising: 

instructions means for enabling the application to raise a state change exception 
indicating that the application cannot change its state as the application manager has requested. 

42. (Currently Amended) The digital television receiver as recited in claim 34 40, further 
comprising: 

instructions means for enabling the application to raise a state change exception 
indicating that the application does not want to change its state as the application manager has 
requeste d, therebv enabling the application to prevent its own state change . 

43. (Currently Amended) The digital television receiver as recited in claim 36, further 
comprising: 

instructions means for releasing memory associated with the application when the 
application has been terminated. 

44. (Currently Amended) The digital television receiver as recited in claim 34, further 
comprising: 

instructions means for creating a class loader associated with each application such that a 
class loader is associated with the application, the class loader being adapted for loading one or 
more classes associated with the application; 

means instructions for employing the class loader to load the classes associated with the 
application; and 

means instructions for instantiating the application using the classes that have been 
loaded by the class loader. 

45. (Currently Amended) The digital television receiver as recited in claim 44, further 
comprising: 

instructions means for unloading the classes associated with the application when the 
application is terminated. 

46. (Currently Amended) The digital television receiver as recited in claim 45, wherein the 
instructions for unloading the classes comprise: 
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instructions means for de-referencing the class loader. 



47. (Currently Amended) The method as recited in claim 5, wherein the second state 
is terminated t e rmination . 

48. (Previously Added) The method as recited in claim 5, wherein the request 
includes a parameter, the parameter when in a first state indicating that the state change is 
conditional and unconditional when in a second state. 
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